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Product Information

KEMPEROL® 500 Fleece
Polyester Reinforcement Fleece for
use with KEMPEROL® 022 Resin.

KEMPEROL® 500 Fleece is a fabric reinforcement used with KEMPEROL® 022 cold liquid-applied re-
inforced membrane system.

KEMPEROL® 500 fleece is a polyester fabric.

KEMPEROL® fleece is used as a fabric reinforcement in KEMPEROL® 022 cold fluid-applied reinforced 
membrane system to improve strength tear and puncture resistance while maintaining membrane 
uniformity.

Fleece must be kept clean and dry prior to and during application.

Approximate sq. ft. for:  41.3” Roll is 535 sq. ft. / 27.6” Roll is 258 sq. ft. / 6” Roll is 41 sq. ft.

Note: Allow 10% for 2” (5 cm) over-laps and for flashings and waste.

Always store in cool and dry location. Store flat to avoid deforming rolls and creasing fabric. 
Shelf life indefinite with proper storage.

Review Safety Data Sheets before handling, available online at kempersystem.net.

Please refer to the KEMPEROL® 022 resin product data sheet for application instructions.  

KEMPEROL® Fleece may be disposed of in standard landfills in accordance with local, federal and 
state regulations.
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Size:
41.3” Roll

27.6” Rol

6” Roll

Sustainability Information
Rapidly Renewable Resource 0%

Recycled Content % (post / pre) 0 / 0
Manufacture Location Germany


