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Modern Oak Natural Walnut

W
hi

te

Be
ig

e

Cl
as

si
ca

l

Li
gh

t b
ro

w
n

Da
rk

 b
ro

w
n

4641 213 4641 214 4641 215 4641 216 44641 203

Soft Walnut

Cl
as

si
ca

l

4640 202

iD Selection 40 iD Selection 40 
Woods

Main Product Features
• �Very resistant product with 0.40mm  

transparent wear-layer

• �TopClean XP surface protection  
for great resistance and easy cleaning

• �Made in Germany

• �VOC emissions below quantifiable level  
(> 10µg/m³)

Surface Treatment

   

Sustainability Tag

Recyclable  
Recycled content 

100% 
52%

   

(1)

* except recycled content

*

Optimal Indoor
Air Quality

< 10 µg /m3

*TVOC AT 28 DAYS
(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in planks

16,66 x 100cm 20 x 122cm

Laying direction:

General Information
iD Selection 40

EN 14041:2029

Manufactured by: Tarkett Holding GmbH 
54329 Konz - Germany

0004-0036-DOP-2013-04 
http://professionals.tarkett.com

According to European  
Classification ISO 10874 (EN 685)

DF
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Natural Walnut - Dark Brown

 Technical data  Standards iD Selection 40

Classification

Classification
ISO 10874 (EN 685)
domestic 
commercial 

Classes:
23
32

UPEC Classification

UPEC Classification
Impact sound reduction  
EN ISO 717/2
Acoustic improvement NF S31-074
NF UPEC. Certificate (NF 189)

U3 P3 E2 C2
ΔLw = 2 dB

Class C (Ln,e,w < 85dB)
307-082.1

Characteristics

Total thickness ISO 24346 (EN 428) 2.20mm

Wear layer thickness ISO 24340 (EN 429) 0.40mm 

Total weight ISO 23997 (EN 430) 3 650g/m2

PUR treatment - TopClean XP

Abrasion group EN 660-2 Group T: ≤ 2mm³

Technical performances

Residual indentation
Average measured value 0.05mm

ISO 24343-1 (EN 433) requirement ≤ 0.10mm

Reaction to fire EN 13501-1
ASTM E648

Bfl s1 glued over A2fl substrate 
(concrete)

Slip resistance DIN 51130
EN 13893

R9
µ ≥ 0.30

Dimensional stability ISO 23999 (EN 434) < 0.10%

Furniture leg EN 424 No damage

Castor wheel test ISO 4918 (EN 425) No damage

Curl resultant to heat ISO 23999 (EN 434) ≤ 2.00mm 

Electrostratic properties EN 1815
EN 1081

< 2 kV on concrete
R1 > 109 ohms

Chemical resistance ISO 26987 (EN 423) High resistance

Hygiene - Does not contribute  
to infection spreading

Thermal resistance 
Underfloor heating EN ISO 10456 0.01m2 K/W

Suitable - max. 27°C

Light fastness EN ISO 105-B02 ≥ 6

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 
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Concrete Wood Rust Metal

W
hi

te

Da
rk

Br
on

ze

Gr
ey

4642 217 4642 218 61 30
,5 4644 222 61 30
,5 4644 223

Rust Slate Vintage Zinc
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iD Selection 40 iD Selection 40 
Woods & Stones

Main Product Features
• �Very resistant product with 0.40mm  

transparent wear-layer

• �TopClean XP surface protection  
for great resistance and easy cleaning

• �Made in Germany

• �VOC emissions below quantifiable level 
(> 10µg/m³)

Surface Treatment

   

Sustainability Tag

Recyclable  
Recycled content 

100% 
52%

   

(1)

* except recycled content

*

Optimal Indoor
Air Quality

< 10 µg /m3

*TVOC AT 28 DAYS
(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in planks

25 x 122cm

61 30
,5

Laying direction:

 Square tiles

 Rectangular tiles

General Information
iD Selection 40

EN 14041:2029

Manufactured by: Tarkett Holding GmbH 
54329 Konz - Germany

0004-0036-DOP-2013-04 
http://professionals.tarkett.com

According to European  
Classification ISO 10874 (EN 685)
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Rust Slate - Charcoal

 Technical data  Standards iD Selection 40

Classification

Classification
ISO 10874 (EN 685)
domestic 
commercial 

Classes:
23
32

UPEC Classification

UPEC Classification
Impact sound reduction  
EN ISO 717/2
Acoustic improvement NF S31-074
NF UPEC. Certificate (NF 189)

U3 P3 E2 C2
ΔLw = 2 dB

Class C (Ln,e,w < 85dB)
307-082.1

Characteristics

Total thickness ISO 24346 (EN 428) 2.20mm

Wear layer thickness ISO 24340 (EN 429) 0.40mm 

Total weight ISO 23997 (EN 430) 3 650g/m2

PUR treatment - TopClean XP

Abrasion group EN 660-2 Group T: ≤ 2mm³

Technical performances

Residual indentation
Average measured value 0.05mm

ISO 24343-1 (EN 433) requirement ≤ 0.10mm

Reaction to fire EN 13501-1
ASTM E648

Bfl s1 glued over A2fl substrate 
(concrete)

Slip resistance DIN 51130
EN 13893

R9
µ ≥ 0.30

Dimensional stability ISO 23999 (EN 434) < 0.10%

Furniture leg EN 424 No damage

Castor wheel test ISO 4918 (EN 425) No damage

Curl resultant to heat ISO 23999 (EN 434) ≤ 2.00mm 

Electrostratic properties EN 1815
EN 1081

< 2 kV on concrete
R1 > 109 ohms

Chemical resistance ISO 26987 (EN 423) High resistance

Hygiene - Does not contribute  
to infection spreading

Thermal resistance 
Underfloor heating EN ISO 10456 0.01m2 K/W

Suitable - max. 27°C

Light fastness EN ISO 105-B02 ≥ 6

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 


