
 

 

 

 

 

DECLARATION OF PERFORMANCE No. 13967/2020/2908/210 
 

1. Product: 1200 Gauge Damp Proof Membrane. 

2. Product Type: Damp proof membrane in accordance with EN 13967:2012 “Flexible 

Sheets for Waterproofing – Plastic and rubber damp proof sheets including plastic and 

rubber basement tanking sheet”. 

3. Intended Use: Flexible sheets for damp proofing. 

4. Level of Attestation: System 2+. 

5. Manufacturer: Laydex Ltd, Unit 3, Allied Industrial Estate, Kylemore Road, Dublin 10. 

6. Notified Body: Polymerservice Merseburg – Identification No: D-PL-20227-01-00. 

7. Declared performance of essential characteristics: 

Essential  
Characteristics 

Unit Performance Harmonized 
Technical 

Specification 
Resistance to water penetration 2 kPa in 24h Passed EN 1928 
Tensile strength longitudinal N/5cm -0/+20% 140 

EN 12311-2 Tensile strength transverse N/5cm -0/+20% 120 
Elongation longitudinal % ≥ 200 
Elongation transverse % ≥ 250 

 

The performance of the product identified above is in conformity with the declared performance in 
point 7. This declaration of performance is issued under the responsibility of the manufacturer 
identified in point 5. 

Signed for on behalf of Laydex Ltd on 23 August 2023. 

 

 

Peter Woods, Director  

 

 


