SILKEN VELVET SPECIFICATION GUIDE

Quality type Vogue Chic Debonair
N Heavy Duty Domestic Extra Heavy Duty Domestic Extra Heavy Duty Domestic
Suitability ) ) )
Commercial Use Commercial Use Commercial Use
1m, 3.66m (12f), 4m, 457m (15D | Tm, 366m (12fD, 4m, 457m (15f) | 1m, 3.66m (12D, 4m, 457m (15D
Widths &5m &5m & 5m
Construction 5/64" Super Soft Velvet 5/64" Super Soft Velvet 5/64" Super Soft Velvet
Yarn Content 100% PA 6.6 100% PA 6.6 100% PA 6.6
Backing Content Polypropylene Polypropylene Polypropylene
Total weight 2355 gr/m’ 2688 gr/m’ 3045 gr/m’
Pile Height 8mm 95 mm MTmm
Total Thickness 95 mm Nmm 125 mm
Stitch rate 135 14.25 14.25
Tuft Density 276,480 tufts/m? 291840 tufts/m? 291840 tufts/m?
Thermal Resistance | 1512 k/w 0.15m? K/W 015m? K/W
1SO 8302
Flammability Cfl-S1 Cfl-S1 Cfl-S1
1SO 135011
Impact Sound
Insulation 20-25dB 25dB 25-30dB
1SO 140-8/717-2
Tog rating 13 15 17

+/-10% commercial tolerance

*
PA . +.+
N d + +
ff-\\ 6 6 .
Standard Colours 2 & 3 Fold Yarn 5 Widths Available Stain-Resist Exceptional
40 to choose from prevents crushing 1m, 366m. 4m, 457m & 5m 100?? 1')‘:‘ 6.6 keeps carpet looking Soﬁnegsgnd lustre
&pile reversal All widths an exact colour match lfi;“:ul'ug newer for longer
'@?‘ We are proud of our standard colour bank that we offer however, please contact us N\ BrltISh
Basike Gl directly if you require a bespoke shade. = .
o our special Price and minimum order quantities quoted on application. 7] DCSIgn.

dye service

FLOORING EXCELLENCE




